CAT. NO. B220401A

[1SO 9001 Registered |

.C_onnection |:| ColorsSrdicatestandar composicn M Input Power Capacity and Cable Specifications
Diagram e WeeaTe] DVi350 [ DW500 ﬂ @
400+15%
Power Source Voltage Vv (Inform input voltage when ordering) DAIHEN Corporation
Gas Flow
Phase = 3 phase
T~M10 Regulator Meter - - . ‘
LT teminal e ol= Input Power Capacity KVA more than 20 more than 29 CDE/MAG AUtOlT'IBtIC WEId[ng MaChlne
Earth | input Welding 2 Fuse/Breaker | Fuse o o £
Cablz | Cable T g Capacity | Breaker A 50 70
&m) source Gas | |3 Input Side Cable mm? mare than 4 more than 10
——— '&'ﬁf o ) Base Metal / Feeder Power Cable | mm2 38 60
0 Wire Feeder
Earth Cable mm?2 more than 4 more than 10

|
Wire Feeder Control Cable I CO2/MAG Welding Touch |

Feeder Power Cable M10 terminal i I I
{ o0 ] Ang{ug‘ R‘eﬂmuta CucrnrutﬂalfrI (O{uot\utr_}al) i Base Metal Dlgl?a nvert'er
or Digital Remate Controller (Optional
Welding Machine
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Base Metal Power Cable

#2m Input Cable s attached to Welding Power Source.

Standard Composition and Specifications

B\Welding Power Source BWire Feeder Control Cable (10 pins)

i DM-350 DM-350  DM- Wi DM350-500 DM350
sieiding Rower Soee) 1DP0) - etenderd) ] (GEMaring) |  (Stondard) " Gontrol Gable Standerd Spec. CEMarking Spec.
AR e Y (o st s wren g 1.5m Cable is attached ChDE;)iECC;t;e- :rgnégig:?mg'
Phase 3 phase Standard Cable to Wire Feader. BKCPP-1007 (5m)
Rated Input kVA 18(15kwW) 29 (25kW) BKCPP-1012(10m) C O L o
= = NN , 2IMAG Welding Mach
Deted Dy oy 1 crenioncase| | BXCPI100S(am). GKGRI1010(10m) ( ( cidin acnine,
( ) ( )
Rated Load Voltage V 315 39 ° ° ® ®
Range of Output Current| A 30~350 30--500 BGas Hose H h Q l t d Eff
Sl oo 1 R pursuing Higher Quality an iciency
Max. no-load Voltage \ 58 80 Standard 3m Gas Hose is attached to Wire Feeder.
Dimensions (WXDxH) | mm B80xEI0R70 SO0xeoExho8. e BKGG-0605 (5m), BKGG-0610(10m)
- ' BKGG-0615 (15m). BKGG-0620 (20m) = . . '
_Weiaft e = il : = . ® High Quality Welding in low current range
Miyelishle o emes: EWire Feeder Power Cable ;
i Wire Feed DM350 DM350 DM500 .
oo Tl cuo G [T T | st | cotisinsone | smiione Spatter Free with Digital Electronic Reactor
Al li ble Wi Si i 3 i 10012, ] n 1 Choose cable from the following Choose cable from the following. Choose cable from the following. " " L] L -
Avplosble WreSize M (08).(09). 10,12, (1) (16 BPOTAB02 (2m) | BKPOLIB02 (2m) | BKPT-6002 (2m) @ Stable Welding Quality by Penetration Adjustment Function
Wire Feeding Speed mim Max 22 Standard Gabje | BXPDT-3807 (5m) | BKPDJ-3807(Sm) | BKPT-6007 (5m)
e — N —1 T et i e Perfect Arc Starts for reliable welding operations
BKPDT-3817 (15m) | BKPDJ-3817(15m) | BKPT-6017 (15m) .
Dimensions (WXDXH) |mm| 215x543x350 | 243x732x402 BKPDT-SBEEEEOQ BKPDJ-BBEEEEDQ} BKPT-GDEE(EO?) p
WCO2/MAG Welding Torch MBase Metal Power Cable @ Standard 4 Roll Feeder type with Encoder
*C0=/MAG Welding Torch |type] WT3500-50 | WT8510-SD | WI5000-5D *Base Metal DM350 DM350 DMS500
Rated Current A 350 500 Power Cable Standard Spec. CE-Marking Spec. Standard Spec.
Chaoose cable from the following. Chose cable from the following.
Applicable Wire Size mm | (0.9). (1.0).1.2 (Uﬁ)a‘)‘ﬂ)é‘)'g‘ (12).1.4. (1.6) BKPDT-3802 (2m) BKPT-6002 (2m)
S StandardiGable BKPDT-3807 (5m) BKPT-6007 (5m)
SN O 2 ki it : S0 BKPDT-3812(10m) BKPT-6012(10m)
Caooling Method Air-Cooled BKPDT-3817(15m) BKPT-8017 (15m)
Cable Length m 3. (45). (B) BKPDT-3822 (20m) BKPT-8022 (20m)

Optional

BRemote Control Box  ®@Analog Remote Controller @Digital Remote Controller

Name Part numbers Name Part numbers
Analog Remote | | e Digital Remote
Controller K5416H00 Controller E-2454

(3m Cable is attached) BKCAN-0410 (10m)

BKCAN-0420 (20m)

BKCPJ-0B05 (Bm) fonuoliteble

BKCPJ-O610(10m)

CAN Communication

Exention Cable e ol Sl Sy K5422B00
Analog Remate Controller BKCPJ-0620 (20m)
8 i Digital Remote
i
This is convenient for the works, in which the power source is CE -ME_Jrk[r?g
moved frequently. The rubber feet are attached originally. SDEC ication
In accordance with DAIHEN's palicy to make continuing improvements,design and/or specifications are
subject to change without notice and without any obilgation on the part of manufacturer.
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