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VR400 / MR400 / MRAG630
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DC Arc Welding Machine
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@ Stable Arc

Stable and smooth arc by constant current characteristics.

(@ Heavy Duty Cycle
Especially suitable for medium and thick plate welding.
(Rated duty cycle 60%)

(@ Safety Design

Using strong materials for cases, the chassis mechanism does not allow = 2
small animals into the power supply unit, J'
(@ Arc Drive Control
Prevents electrode sticking to base metal during welding.(Standard Device)
{
£

@ Diversified Applications
Useful for wide range of applications such as pressure tank,
construction and on site work.

Connection Diagram MR400 Product Features

MR400 is ideal DC Arc welding machine with stable arc and
less spatter by adopting high quality IC-Thyristor technology.

This color reflects standard composition

@ DC Stick (optional accessaries is required)
Power Supply + (Electrode Holder + Remota Controlier) O Arc drive control ( Standard Device)

Arc drive control is standard function and it prevenls a sticking of
IJU] electrode to base metal during welding and enables smoolh
welding operation.

o A ey . = Perfect constant current characteristics
| Constant current characteristics features stable welding and its

welding currenl always kept constant.

km@,ﬂ e > Remote Box (Optional Accessory) for easy setting
(Optonsl Acomeacey) of welding conditions.
Part No. CO035K00

Standard Accessories

"~ Part Name Descrpton | Qy
Fuse _ Refer to Manual | 1
Cup Square Neck Boit | m0x30 2
Nut M10 2
Washer M10 2
Spring Washer ] M10 2
Optional Accessories
Description . PaiNo. | Qty
Remote Control CO0035K00 1

Specification
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MRA-630
Power Source Voltage 380 v £10% 415V Z10% 220V =10% 380V £10% | 415V £10% | 220V £=10%| 380V i'lD%i#'lS‘u’i?ﬁ%
Number of Phase - 3 o B E :‘-l ) | 3 |
Rated Frequency 50 /60 Hz 50 /60 Hz | 50 /60 Hz
Rated Input Power 18.8B kVA 164 kW 19.1 KVA 16.5 kW 26.3 kVA 204 kW 47.7 kKVA 368 kW
Rated Oulput Curra; 400 A . 400 A 630 A
Rated Load Voltage 36V 36V 44 v 3
Rated Output Current Range 10~400 A - 40~-400 A 80-630 A
Rated EJ'_I.E!puI Voltage Range 204 -3V 216-36YV 224-44Y
Rated No-load Voltage 669V 730V 650V : g2V B2v B4V -
Rated Duty Cycle - 60 % 60 % 60 %
Class of Insulation Main Transfer : Class € ; DC reactor : Class 200°C | Main Transfer : Glass G ; OC reactor : Class 200°C | Main Transfer : Class C ; DC reactor : Class 2007
Usable Termperalure Range -10 ~ +40°C 10 = +40°C - -10 = +40°C
Pruter:tim:u Rating _IFI'J 5 - IP215 | IP215
External Cimensions (W x D x H) 329 x 608 x 598 (mm) 400 x 607 x 770 {mm) 508 x 724 x 894 (mm)
Mass 56.2 kg 148 kg 151kg | 151kg 224 kg | 232 kg Ir 242 kg
Input Cable and Grounding Cable 8 mm? ar more 14 mmé B mmZ 8 mmi 38 mm? 14 mm?2 14 mm?
Fuse / Breaker Capacity 40 A 75 A | 50 A S50 A 150 A 100 A 100 A

In accordance with DAIHEN's policy to make continuing Improvements, design and/or specifications are subject to change without notice and without any obligation
on the part of manufacturer,

Distributed By:

Dayachand Engineering Industries (P) Ltd.,
F-2 Industrial Estate, Begrajpur,
Muzaffarnagar (U.P.)-251203

ph. +91-9997722300, +919897501661

Web: www.fairweld.com, mail: info@fairweld.com




