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_ Digital Gontrolled High Performance DC Welding Machine

/elding Machine

et

(@® Micro processor control

Stable arc with low spatter; most suilable current al high efficiency

(@ Diversified applications
Suitable for Low carbon steel, High-strength steel,
Heat-resistant steel, Stainless steel and Copper alloy.

@ User friendly design

Safety design, multiple protection, easy maintenance.
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VR400 / MR400 / MRAG630
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Connection Diagram

This color reflects standard composition

@ DC Stick (optional accessories is required)
Power Supply + [Eleclrode Holder + Remote Conlroller)
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WA connating With Mectrode AeCalve,
oonmact e opoos s larmanals

Ehsctrods Holder

(Oxtonal Acceasary )

& DC Gouging (oplional accessories is required)

Specification

Power Supply + (Gouging Torch + Air Compressor + Remote Conirolier)

Al Comprasas with prassurs 0.49 - 069 Mpa

Carbon sectoce [of Jougog

Remole Conlrofior
{Oatonal Accasscry]

Mumber of Phase
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Standard Accessories

Part Name Description Q'ty
Glass Enclosed Fuse oA 250V 1
Cup Square Meck Bolt M10 x 30 2
Mut M10 2
Washer . M10 2
Spring Washer M10 2

Optional Accessories

Descrption Fart No.
Remote Control COZ223K00
Gouging Torch G1-11 Model

Gouging Torch Model GT-11

Max Current JODA

Duty Cycle 70%

Carbon Electroded 4~ 11
Compress Alr 0.49-~0.69MPa

Rated Frequency

|
Power Source Voltage 380V £10% 415V =10% 220V £10% 380V £10% [415V £10% | 220V £10%( 380V i'ID'}'Eriai‘IS‘u’iH}%
3 3 3
50 /60 Hz 50 /B0 Hz 50/60Hz

Rated Input Power

18.8 kWA 16.4 kW 19.1 kKVA 16.5 KW

26.3 KVA 20.4 kW

47T KVA 36.8 kW

400 A

Rated Output Current 400 A, 630 A

Rated Load Voltage 3BV 36V 44 v 3 _
Ratled Output Current Range 10-400 A - 40-400 A 80-630 A

Rated EJ'_I.E!puI Voltage Range 204 -3V 216-36YV 224-44Y

Rated No-load Voltage 669V 730V 650V g2V B2v B4V -
Rated Duty Cycle 60 % 60 % 60 %

Class of Insulation

Main Transfer : Class C ; DG reactor : Class 200°C

Main Transfer : Class G ; DC reactor : Class 200°C

Main Transfer ; Class C ; DC reacior : Class 2007

Usable Termperalure Range -10 ~ +40°C 10 = +40°C -10 = +40°C

Pruter:tim:u Rating _IFI'J 5 - IP215 IP215

External Cimensions (W x D x H) 329 x 608 x 598 (mm) 400 x 607 x 770 {mm) 508 x 724 x 894 (mm)

Mass 56.2 kg 148 kg 151kg | 151kg 224 kg 1 232 kg r 242 kg
Input Cable and Grounding Cable & mm¢ ar more 14 mmé B mm? A mmi 38 mm2 14 mm? 14 mm?
Fuse / Breaker Capacity 40 A 75 A 50 A S50 A 150 A 100 A 100 A

on the part of manufacturer,

Distributed By:
Dayachand Engineering Industries (P) Ltd.,
F-2 Industrial Estate, Begrajpur,

Muzaffarnagar (U.P.)-251203
ph. +91-9997722300, +919897501661

In accordance with DAIHEN's policy to make continuing Improvements, design and/or specifications are subject to change without notice and without any obligation

Web: www.fairweld.com, mail: info@fairweld.com




