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VR400 / MR400 / MRAG630

OTC DAIHEN Asia Co.Lid.
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DC Arc Welding Machine

Inverter Controlled High Performa
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You can weld with Cellulose-coated electrode
at any positions

(@ Superior Arc Stability
® User Friendly Operation
® Arc Drive Control
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® High Efficiency

Connection Diagram VR400 Product Features

This color reflects standard composition 2 IGBT Inverter Control, Easy Arc Strike
Equipped with advanced IGBT control module and circuit design,
@ DC Stick (optional accessories is required) offers stable arc and easy arc strike.

Power Supply = (Electrode Holder + Remole Controller)

© Perfect constant current characteristics,
welding very stable
Due to perfect conslant current characteristics, welding current is
when connesting with electrode negative, always kept constant no matter conditions such as hand position
e e i change, input voltage change, surrounding temperature change, or
4 cable length change
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&3 Wide range of applications
Fsmole Cortroler Suitable for wide application such as oil and gas, pressure lank,
construction, various factory works and repair work.

(Opliaral Acsessary)

& Automatic remote control box recognition.
Plug in to use remote control box
Remote control box (Optional Accessory) for easy setting of
welding conditions.

Standard Accessories

© Stackable two machines, by place the upper

e Specification | Amount Remark machine's legs fitting to the lower machine’s handle
Fuse | ZHZ217(500V 5__A:| | 1PCS For control circuil protection (PCBS) |
Plug CX0525 | 2PCS For output connection © Features input over-voltage protection circuit,

input low-voltage protection circuit and input

_ . lack-phase protection circuit
Optional Accessories

& Dust-proof structure enables using under harsh
environment

i fles:diptiun ' Fart No.
Remote Control Box 3 meter K5741J00

© Electric shock preventing device (Standard Device)
Protect operator from electric shock.

Specification
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MRA-630

Power Source Voltage 380 v £10% 415V Z10% 220V £10%(380V £10% | 415V £10% | 220V £10% 33{!'14'11%!415\"119%
Mumber of Phase o 3 3 3

Rated -Fl‘equen-c:}r 50 /60 Hz 50 /60 Hz | 50 /60 Hz

Rated Input Power 18.8 kKVA 16.4 kKW | 19.1 kKVA 16.5 KW 26.3 kVA 204 kW 47.7 kVA 368 KW

Rated Oufput Curre-:;t- | 400 A | -400 A 630 A

Rated Load Voltage BV 36V 44

Rated Output Current Range 10~400 A - 40-110:} A B60~630 A

Rated Output Voltage Range | 204 -36V 216-36YV 22.4-44 Y

Rated No-load Voltage 669V 730V 65.0V _ g2v 82V 84V
Rated Duty Cycle i E[}.% 60 % B0 %

Class of Insulation Main Transfer : Class C ; DC reactor : Class 200°C | Main Transfer : Class G ; DC reactor : Class 200°C | Main Transfer ; Class C ; DC reactor : Class 20017
Usable Temperalure Range -10 ~ +40°C 10~ +40°C 10 = +40°C

Protection Rating IP215 | IP215 | IP215

External Cimensions (W x D x H) = 329 x G0B x 598 (mm) 400 x 607 x 770 (mm) 508 x 724 x 894 (mm)

Mass 56.2 kg 148 kg 151 kg 151 kg N 224 kg il 232 kg r 242 kg
Input Cable and Grounding Cable 8 mm< ar more 14 mmé 8 mm? A mmi 38 mm? 14 mm? 14 mm?
Fuse / Breaker Capacity 40 A 75 A 50 A S50 A 150 A 100 A 100 A

In accordance with DAIHEN's policy to make continuing improvements, design and/or specifications are subject to change without notice and without any obligation
on the part of manufacturer,

Distributed By:

Dayachand Engineering Industries (P) Ltd.,
F-2 Industrial Estate, Begrajpur,
Muzaffarnagar (U.P.)-251203

ph. +91-9997722300, +919897501661

Web: www.fairweld.com, mail: info@fairweld.com




